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Chemical Formula: Al2O3 

CAS No: 1344-28-1  

HS Code: 28182000  

WATER TREATMENT SERIES 

ACTIVATED ALUMINA 

Overview 

Activated Alumina is a highly porous substance with very high surface 

area-to-weight ratio. It is commonly used as desiccant and for removal 

of other unwanted substances like acid and fluoride. 

The benefits of using our Activated Alumina: 

• High adsorptive capacity, low abrasion  

   The high surface area ensures high adsorptive capacity thus 

making the product more efficient while low abrasion means 

less dusting this minimizing the use of the filter that reduces 

efficiency. 

 

• High crush strength  

High crush strength ensures the product will not shrink, swell 

nor disintegrate when immersed in water.  

 

• Uniform balls size 

The uniform balls size ensures more efficient use.  

Applications 

• Desiccant  

 Due to activated alumina’s very porous surface area, it  com-

monly used for drying of nearly all gasses and liquid, such as 

oxygen, methane, water, benzene, freon and kerosene.  

 

• Acid & fluoride removal  

Activated alumina removes acid and fluoride from oils and 

water respectively to make the treated water safer.  

 

Product Options Available 

We supply activated alumina with Al2O3 contents of at least 93%, in 

solid white round spherical ball shape with diameter choices of 1-

2mm, 2-4mm, 3-5mm, 4-6mm, 5-7mm, 6-8mm, 8-10mm. 

 

Packaging and Shipping 

Packaging: Rust-resistant 150 kg steel drum. 

 

Shipping: Activated alumina is not considered as dangerous goods and 

can be transported without special permit. We typically ship world-

wide- except for countries which are being embargoed by EU or US.  


